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· Luminance efficiency up to 130LM/W

· Self-encapsulated design offers eight optional 1900-6000K white lights

· With life span over 60000H

· Ta: -25~40°C；Tc：75°C（max）

【Dimension】 

【General description】

· Photometric of 1M strip ·AAI Figurestrip

【Photo-electric Parameters】 

Max.length： 5000mm(16.4′)

Cutting unit：8leds/50mm(1.97")

LED pitch：6.25mm(0.25")

Min. bend diameter：Φ60mm(2.36") 

Mounting： 3M tape 

tape IP：IP20/IP65/IP67

Warranty： 5years

Input voltage：DC24V

Max.power: 12W(1m)

Power range: 9.7～12W(1m)

Rated current：0.9A(1m) /3.96A(5m)

Typical Power：10.8W(1m) /47.5W(5m)

CRI：80/90/95

On-off times: 10000（test times）

Copper foil: 3oz
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1m 339.59cm161.1,638.3lx

2m 679.18cm40.28,159.6lx

3m 1018.78cm17.90,70.92lx

4m 1358.37cm10.07,39.89lx

5m 1697.96cm6.445,25.53lx

6m 2037.55cm4.476,17.73lx

7m 2377.15cm3.288,13.03lx

8m 2716.74cm2.518,9.973lx

9m 3056.33cm1.989,7.880lx

10m 3395.92cm1.611,6.383lx

Height Eavg,Emax DiameterAngle:119.01deg

Flux out:1519 lm

(Warranty is based on indoor use)
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1.The tolerance of output data can be vary up to 15%. 
2.the output data tested according to IES TM-30-15.
3.the output data is based on IP20/1merter，data of 5m in only for reference.
4.IP protection process leads changes to size, C

CRI Color CCT Lumen(lm/m) Lumen(lm/ft) lm/W ErP 2019
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ANSI C78.377A
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【IP process information】 
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【Electronic & output data】 

Size
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【Accessories Information】 

Slim 

Slim 
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【Packing】 
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【Precautions】 
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